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Vortex designAbstract The effects of blade lean and vortex design on the aerodynamics of a turbine entry nozzle
guide vane (NGV) are considered using computational ﬂuid dynamics. The aim of the work is to
address some of the uncertainties which have arisen from previous studies where conﬂicting results
have been reported for the effect on the NGV. The conﬁguration was initially based on the energy
efﬁcient engine turbine which also served as the validation case for the computational method. A
total of 17 NGV conﬁgurations were evaluated to study the effects of lean and vortex design on
row efﬁciency and secondary kinetic energy. The distribution of mass ﬂow ratio is introduced as
an additional factor in the assessment of blade lean effects. The results show that in the turbine
entry NGV, the secondary ﬂow strength is not a dominant factor that determines NGV losses
and therefore the changes of loading distribution due to blade lean and the associated loss mecha-
nisms should be regarded as a key factor. Radial mass ﬂow redistribution under different NGV lean
and twist is demonstrated as an addition key factor inﬂuencing row efﬁciency.
 2015 The Authors. Production and hosting by Elsevier Ltd. on behalf of CSAA & BUAA. This is an
open access article under the CC BY-NC-ND license (http://creativecommons.org/licenses/by-nc-nd/4.0/).1. Introduction
Blade lean has been applied in turbine designs over the last
30 years and has been used for controlling the radial distribu-
tion of reaction of a turbine stage and for further improving
turbine efﬁciency.1–4 Although the potential beneﬁt from the
application of blade lean has drawn much attention there isstill a lack of clarity on how blade lean affects row efﬁciency.
This is partially related to the on-going uncertainty regarding
loss mechanisms, the complexity of secondary ﬂows and their
sensitivity to the three-dimensional aspects of turbine nozzle
guide vane design. A core aspect of this is that within the open
literature there are conﬂicting results on the impact of blade
lean1–6 and it is these aspects which are parametrically consid-
ered in this work. The effects of blade lean on row efﬁciency
have been previously examined1–4 and broadly similar results
have been observed for the radial distribution of losses. For
example, with a straight lean conﬁguration the loss is reduced
at the hub (or the high pressure end of a linear cascade) and is
increased at tip (low pressure end). However, the effect of
blade lean on overall vanes losses is less certain. Loss reduction
for positive straight lean was found in the research of Walker1,
Parametric study of turbine NGV blade lean and vortex design 105D’Ippolito et al.2, and Gimenez3; however, opposite results
were reported by Harrison4 and Han.5 Positive compound lean
was found to beneﬁt the vane efﬁciency in the studies of
Walker1, Gimenez3 and Tan et al.6, while opposite characteris-
tics were found in the results of Harrison4, Han5, Bagshaw
et al.7 and Rosic et al.8 This conﬂict in the open literature is
widely recognized, and the reason was considered as being
due to the difference in the original conﬁgurations where blade
lean applied.9 However, it is still unclear as to key differences
in the original conﬁgurations which cause different ﬁnal
results. An explanation much closer to the turbine aerodynam-
ics still needs to be explored.
There are two different ways to explain the inﬂuence of
blade lean on losses. The ﬁrst explanation is related to the
change in blade loading,10 which can be reduced at the high
pressure end and increased at the low pressure end. As a con-
sequence, the wall friction losses are reduced at the high pres-
sure end with the opposite effect at the low pressure end. The
other explanation is related to the changes in the secondary
ﬂows.11 By applying blade lean, the low momentum ﬂuid in
the endwall boundary layer at the high pressure end moves
away from the endwall. This avoids the accumulation of low
momentum ﬂuid and hence reduces the losses. Conversely, at
the low pressure end, losses are increased. These two explana-
tions were discussed by Walker1, by whom the ﬁrst explanation
was supported. The subsequent researchers commonly exam-
ined both loading and secondary ﬂow effects in their research
as well as in some optimization work.2–4,8
To show the inﬂuence of blade lean it is usual to consider
the radial distribution of row efﬁciency. The row efﬁciency is
a mass-averaged value, which eliminates the mass-ﬂow redistri-
bution effects under blade lean. The overall row efﬁciency
change is a combination of modiﬁcations to the row efﬁciency
distribution and the mass ﬂow rate distribution. Hence, the
mass-ﬂow rate distribution is regarded as an additional factor
to be studied.
In this current work, a parametric study using computa-
tional ﬂuid dynamics (CFD) simulations on a series of turbine
vane annular cascades is carried out. The base vane annular
case is designed according to the design parameters of the ﬁrst
nozzle guide vane (NGV) of the energy efﬁcient engine12 which
is selected to study the phenomenon in an environment closer
to the engineering application. The matrix of conﬁgurations of
turbine cascade conﬁgurations is constructed with different
lean arrangements and different vane vortex designs applied
to the base cascade.
The secondary ﬂow structure for the base cascade is ﬁrst
analyzed and compared to the classical secondary ﬂow struc-
ture. Losses are broken down to proﬁle loss, secondary loss,
trailing edge loss and endwall friction loss to identify the frac-
tion of overall loss which is caused by secondary loss. The vane
efﬁciency and secondary kinetic energy for different conﬁgura-
tions are compared and subsequently the effects of the mass
ﬂow radial distribution changes under blade lean are
considered.
In addition, the radial distribution of mass ﬂow ratio is pro-
posed as an additional aspect which needs to be considered in
the use of in blade lean. The turbine vortex design is used in
this paper together with blade lean to generate NGV geome-
tries which provide similar radial distributions of row efﬁ-
ciency but produce different mass ﬂow distributions.2. Computational method
2.1. Numerical methods
The computational method is using the commercial code,
ANSYS-CFX, which solves the Reynolds-averaged Navier–
Stokes equations using a ﬁnite-volume, node-centered approach
with high resolution schemes for convective ﬂuxes and implicit
time integration. The turbulence model is k–x–SST and a steady
state calculation is used, with the levels of residual iterative con-
vergence less than 1 106. In addition, variations in the key
integral parameters such as total pressure, vorticity and the
domain exit varied by less than 106 with iteration.
2.2. Datum configuration
The geometry of the ﬁrst NGV of the energy efﬁcient engine12
is used as the conﬁguration to undertake a mesh independence
study and for CFD method validation. This NGV has an axial
chord of 33.78 mm at mid-height and 46 blades around the
annulus. The NGV height is 40 mm at the trailing edge (TE).
It is designed for an axial inlet ﬂow and at mid-height the
NGV exit angle is 74.2. The TE thickness is 0.965 mm and
the uncovered turning is 8.4 at mid height. The solid vane
rig test conﬁgurations with a total-to-static pressure ratio is
1.66 and a measured vane efﬁciency of 0.9667 (Eq. (2)) is used
as the validation case. The aerodynamic design point is for a
mid-height exit Mach number of 0.878 with an NGV Reynolds
number based on the throat dimension of 17600.
2.3. Mesh convergence study
Grid convergence index (GCI) was proposed by Roache13 as a
grid convergence criteria based on Richardson’s extrapolation.
A pth order method using three grid values14 is employed where
p is deﬁned as
GCI½finegrid ¼ FS jej
rp  1 ð1Þ
where
e ¼ f2  f1
f1
; r ¼ h2=h1
f is the row efﬁciency changing with the grid spacing h, and FS
is the safety factor, with a typical recommended value of 3. The
subscripts 2 and 1 refer to the ﬁne mesh and coarse meshes,
respectively. The order p and GCI can be calculated by three
grids and results.
The computational domain is shown in Fig. 1, which
extends from 2 axial chords (c) upstream of the leading edge
(LE) to 2.6 axial chords downstream of the trailing edge,
denoted as stations 0 and 1, respectively. The row efﬁciency
is calculated from the inlet to exit plane, which is 0.285c after
the trailing edge and is denoted with a subscript exi. The axial
position is denoted as x, and xTE is the axial position of trailing
edge. The boundary conditions used are listed in Table 1.
The deﬁnition of row efﬁciency in this paper is
gV ¼
1 PS;exi
PT;exi
 c1
c
1 PS;exi
PT;in
 c1
c
ð2Þ
Fig. 1 Axial stations and periodic boundary deﬁnitions in NGV
blade row.
Table 1 Boundary condition in NGV blade row calculation.
Boundary Parameter Value
Inlet
PT;in 344.75 kPa
TT;in 709 K
Turbulence intensity 10%
Outlet PS;out 207.68 kPa
Blade, endwall Adiabatic, no-slip
Fig. 2 NGV 3D mesh.
Table 2 Grid convergence study parameters and results.
No. No. of nodes
(million)
f; gV r fexact GCI (%)
1 2.08 0.9636 0.9407 0.9638 0.0735
2 2.5 0.9637 0.9638
3 3.0 0.9638 0.9407 0.9638 0.0287
106 S. Zhang et al.where gV is row efﬁciency, c is the air speciﬁc heat ratio, and PS
and PT are static pressure and total pressure, respectively. The
subscript in and exi denote the inlet plane and exit plane
deﬁned in Fig. 1.
The k–x–SST turbulent model is used and under the no-slip
wall conditions the boundary layer is resolved with a y+ of
approximately 1 throughout the domain as required to resolve
the near wall region and to avoid the use of wall functions. The
3D mesh of the simulated region is shown in Fig. 2. Three grids
of the NGV with mesh nodes of 2.08 million, 2.5 million and
3.0 million are used to calculate the GCI, and the results are
listed in Table 2, from which both the ﬁne grid (3.0 million
nodes) and the coarse grid (2.08 million nodes) have a GCI
of 0.07% and 0.03%, respectively. Hence, a mesh with around
2 million nodes in the NGV passage was selected for these
studies. The error in vane efﬁciency due to mesh resolution is
in the order of 104. In the following text, parametric study
of NGVs will show that the variation in vane efﬁciency caused
by geometry and design change is in the order of 103.
2.4. CFD validation
The validation of the CFD method considered the datum
NGV design and operating conditions (Table 1). The results
of the simulation were compared with the available experimen-
tal data which comprised radial distributions of vane efﬁciency
and total temperature ratio, and the isentropic Mach number
on the NGV surface.12 The comparison between the predicted
isentropic Mach number with the experimental data at hub,
mean and tip are shown in Fig. 3, where R is the height ofthe section and H is the height of the blade. The differences
between most of the measured points with the predicted value
are less than 0.05, except one high Mach point on the suction
side (SS) at mid-span and at the blade tip. The source of this
difference is unclear. The measurements indicate that at mid-
height the local Mach number is just above sonic followed
by a sub-sonic region. Although this could be a local sonic
region and terminating shock, it would require a substantial
acceleration of the ﬂow from the point of good agreement just
upstream at x/c= 0.5. Given the good agreement at the sur-
rounding location it may indicate that there is a large uncer-
tainty at this measurement location. Indeed, it is worth
noting that previous workers who have undertaken computa-
tional studies have also noted similar differences and postu-
lated that the difference was due to an experimental
uncertainty.
Fig. 4 compares the calculated and measured data of radial
distributions of vane efﬁciency and temperature ratio, where
TT;in and TT;exi are total temperature at inlet and at exit plane,
respectively. The difference between calculated and experimen-
tal radial distributions of vane efﬁciency is around 0.7% at
mid-height, 1.0% at 20% span and +0.05% at 80% span.
Compared with the experimental data, there is a great discrep-
ancy at the upper part of the blade (>85% span) where the
measured exit total temperature ratio is much lower than the
average value. This was reported in the experiment as being
caused by an erroneous leakage of relatively cool air on the test
rig. At the NGV inner sections (<85% span) the measured
temperature ratio is higher than 100%. This is because the
measurements are normalized by the average inlet temperature
which was lower than the peak value. Sufﬁcient information
was not available to include these two aspects in the computa-
tional work which partially explains the differences.
Fig. 3 Isentropic Mach number distributions.
Fig. 4 Radial distributions of efﬁciency and temperature ratio.
Fig. 5 Blade design sections and stacking line.
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able to predict the Mach number and temperature distribu-
tions to a reasonable level. The loss in turbine blade row is
more difﬁcult to calculate and the vane efﬁciency difference
in this study is generally less than 1.0%. This is considered
to be acceptable for the purpose of this comparison study.
3. Parametric designs
For this systematic parametric study a total of 17 NGV conﬁg-
urations with different blade lean and vortex designs are con-
structed, which include the datum NGV design. The
parametric conﬁgurations are based on the initial datum
NGV which is redesigned applying the same design parameters
with the NGV geometry used in CFD validation section.
The NGV hub, mean and tip sections are used as three
design sections, on which the stream-surface airfoils are
designed. An additional 18 sections are then interpolated as
shown in Fig. 5. The stream-surface airfoils are designed using
Prichard 11-parameter method, with pressure side (PS) and
suction side constructed by Bezier lines. The airfoil design
method is illustrated in Fig. 6. The datum NGV geometry uses
a simple radial stack around the NGV trailing edge with nolean, and the design parameters are listed in Table 3.12 The
NGV exit angle is 75.4 at tip, 74.2 at mid-height and 73.1
at the hub. The other 16 NGVs are constructed by applying
different lean and vortex conﬁgurations (Table 4). Positive
lean angle (SPL) and negative lean angle (SNL) with 10 lean
angle are applied to studying the effects of simple linear lean
(Fig. 7). Compound lean with negative local lean angle 10
(CNL) results in a radially concave pressure side (Fig. 7) while
the complimentary conﬁguration of compound positive lean
angle 10 (CPL) has a radially convex NGV airfoil shape.
The lean angles, 10 and 10 are selected based on the results
which show that, ﬁrstly, these lean angles provide sufﬁcient
geometry changes when applied to the datum design, and
secondly, the geometry changes result in appropriate aerody-
namic changes, including loading, secondary ﬂow and
mass-ﬂow distribution changes. Along with the considerations
of the NGV radial stacking, the effect of the vortex design is
also employed as another measure to control the radial distri-
butions of mass ﬂow and local and overall efﬁciency. By
redesigning the airfoil, a linear vortex change with a 2
reduction in hub vane exit angle (Fig. 6) and an increased tip
exit angle of 2 is denoted as vortex design A (VrA). The oppo-
site change of +2 at the hub and 2 at the tip is denoted as
vortex design B (VrB). A parabolic vortex change with an
increase in the hub and tip vane exit angle by 2 and a reduced
mean section vane exit angle of 1.5 is denoted as vortex design
C (VrC). The inverse conﬁguration is denoted as vortex design
Fig. 6 Turbine blade proﬁle paramedic design.
Table 3 Design parameters of datum NGV sections.
Section Hub Mean Tip
Radius (mm) 323.37 344.68 366.01
Axial width (mm) 28.7 28.7 28.7
Trailing edge thickness (mm) 0.965 0.965 0.965
Uncovered turning () 13.0 13.0 13.0
Trailing edge wedge angle () 12.5 12.5 12.5
Inlet angle () 0.0 0.0 0.0
Outlet angle () 73.1 74.2 75.4
Table 4 Summary of NGV conﬁgurations.
Conﬁguration Deﬁnition
INI Initial NGV, designed according to parameters of
E3 HPT ﬁrst NGV
SNL Negative straight lean, lean angle of 10
SPL Positive straight lean, lean angle of 10
CNL Negative compound lean, lean angle of 10
CPL Positive compound lean, lean angle of 10
VrA Vortex A, blade hub 2, blade tip angle +2
VrB Vortex B, blade hub +2, blade tip angle 2
VrC Vortex C, blade hub and tip +2, blade mid-span
angle 1.5
VrD Vortex D, blade hub and tip 2, blade mid-span
angle +1.5
Combination Using ‘_’ show combinations, e.g. SNL_VrA
108 S. Zhang et al.D (VrD). The determination of the angle values in the vortex
design is to meet the requirements that, ﬁrstly, the variation
in aerodynamics, including loading, secondary ﬂow and
mass-ﬂow distribution, caused by vortex changes should match
those caused by the lean. Secondly, the mass-ﬂow ratio needs
to be kept constant when different vortexes are applied to
the datum design. In the parabolic vortex (VrC and VrD),
the angle change at mid span is smaller than those at thehub and tip due to the throat area is more sensitive with
mid-span exit angle change than with those in the endwall
regions.
Straight lean stack conﬁgurations were combined with lin-
ear vortex designs and compound lean arrangements were
combined with parabolic vortex designs to generate a set of rel-
ative changes in radial distributions of mass ﬂow and NGV
row efﬁciency. The 3D geometries are shown in Fig. 7 and
the construction methods are summarized in Table 4.4. Results and discussion
4.1. Aerodynamics
A detailed analysis of the ﬂow structure is important for
understanding the ﬂow features in the NGV passage to assess
if the computations are capable of resolving the expected typ-
ical ﬂow structures. As described in the literature on classical
secondary ﬂows, a turbine NGV passage includes leading edge
horse-shoe vortex, passage vortex, corner vortex, wall vortex
and trailing edge vortex. However, in this particular NGV,
the overall NGV turning is modest (datum NGV mid-height
turning = 74.2), the passage is highly converged with a
mid-height velocity ratio of around 9 and consequently only
the leading edge horse-shoe vortex and passage vortex are
signiﬁcant.
Fig. 8 shows the surface skin-friction lines at the hub and
the shroud. Based on the topology of the ﬂow, the local sepa-
ration lines at the hub and shroud around the leading edge are
identiﬁed and show that the distance between the lift-off line
and the blade on the hub is much smaller than that on the
shroud. This indicates that the inlet boundary layer thickness
at the hub is thinner than that at the shroud as a result of
the highly converging hub ﬂow path.
To show the ﬂow structures, the ﬂow vorticity is considered
as deﬁned in (Eq. (3)).15
x ¼ rW ¼ ½xx;xy;xz ð3Þ
Fig. 7 NGV 3D geometries with different lean and vortex designs.
Fig. 8 Surface stream line at hub (left) and shroud (right).
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xx ¼ @Vz
@y
 @Vy
@z
xy ¼ @Vx
@z
 @Vz
@xxz ¼ @Vy
@x
 @Vx
@y
r is vector rotation operator, x is the vorticity, with three
components, xx xy xz, which are curls of velocity. Vx, Vy
and Vz are velocity component in Cartesian coordinates.
Neglecting the radial ﬂow, streamwise vorticity can then be
used to identify vortical aspects relative to the local ﬂow cir-
cumferential direction as deﬁned in (Eq. (4)).
xS ¼ xx cos aþ xy sin a ð4Þ
where x direction is the axial direction and a is the mass ﬂow
averaged ﬂow angle on the cross-section surface where the
streamwise vortex is calculated.
The streamwise vorticity at a set of axial locations, that are
x/c= 0.0 (leading edge), 0.28, 0.85 and 1.105, are shown in. At
x/c= 0.0 chord, near the upper endwall the pressure side
horse-shoe vortex (HVp) and suction side horse-shoe vortex
(HVs) are shown as the positive and negative regions, respec-
tively. The suction side leg is notably more intense then the
pressure side leg. At the inner endwall similar vortices are evi-
dent; however they are smaller than that at the outer casing.
This is due to the notable curvature of the hub path line which
110 S. Zhang et al.results in a strong acceleration and a reduction of the inlet
boundary layer thickness.
At x/c= 0.28 (Fig. 9), the HVs at the casing gradually
decays and moves away from the endwall under the inﬂuence
of the new developed passage vortex (PVt). The HVp, how-
ever, is gradually strengthened by the migration of low
momentum ﬂuid driven by the pitchwise pressure gradient
and moves to the mid-pitch position. The unaffected part of
inlet boundary layer at the leading edge which is not rolled
up into the HVp is also driven by the pitchwise pressure gradi-
ent and forms the other part of passage vortex.
In the tip region at x/c= 0.85, the separation line has
moved to the suction side (Fig. 8), which means that the low
momentum ﬂuid in the endwall boundary layer before the sep-
aration line has been rolled into the passage vortex and the
passage vortex develops in the suction endwall corner. The
HVs migrates further away from the endwall and is further
weakened. The other positive vorticity in this region is due
to the over-turning of the newly developed endwall boundary
layer from the core of the other passage vortex.
Near the NGV suction surface there are regions of stream-
wise vorticity, generated from the radial movement of the
blade surface boundary layer driven by the radial pressure gra-
dient. Since the suction surface boundary layer is much
thicker, this vorticity is much stronger on the suction side
and it is named as blade-surface vorticity on the suction side
(BVs).
At the exit of the NGV trailing edge (x/c= 1.015) the two
separate cores of the passage vortices (PVt and PVh) are still
clear. A region of signiﬁcant strong vorticity at the trailing
edge becomes the dominant ﬂow feature, which is caused by
the blade surface boundary layer shed off from the trailing
edge and is identiﬁed as the trailing edge shed vortex (TSV).
In summary, the typical secondary ﬂow features of the
horse-shoe vortex, passage vortex and trailing edge shed vor-
ticity were observed. However, relative to previous work,16–18Fig. 9 Streamwise vorticity distributions in datum NGV passage
at a set of chordwise locations.two small differences were found: the ﬁrst one is two passage
vortex cores observed at the tip region. This difference from
the classical secondary ﬂow structure is caused by the use of
an axial inﬂow NGV cascade, instead of a cascade with inlet
swirl used in experiment employed in secondary ﬂow study.
The axial inﬂow cascade does not have large pitchwise pressure
gradients at the inlet region and hence the pitchwise movement
of the newly developed endwall boundary layer after the sepa-
ration line is relatively modest. Many classical secondary ﬂow
studies use high deﬂection blades which generate larger pitch-
wise pressure gradients within the passage. This drives the
pressure side horseshoe vortex and the new boundary layer
migrates rapidly to the passage suction side. The second differ-
ence from the classical secondary ﬂow structure is the blade
surface vortex. Typically the blade rows used in many experi-
ments to get the secondary ﬂow structure are radially stacked
straight blade linear cascades to reduce the system complexity.
However, this arrangement also eliminates the radial differ-
ence of static pressure. The initial NGV geometry in this work
is not a straight blade and is also in an annular cascade, which
generates a radial non-uniform static pressure ﬁeld. Under this
radial pressure gradient, the blade surface boundary layer,
especially on the suction side, moves radially, which generates
streamwise vorticity.
4.2. Loss breakdown
The distribution of mass ﬂow-averaged entropy from inlet to
outlet is calculated and compared in this section for the pur-
pose of identifying the magnitude and locations of the loss.
Four key cases are studied in this study according to the anal-
ysis of the design cases: these are the INI, CPL, VrC and
CPL_VrC as deﬁned in Table 4.
The entropy generation in an uncooled subsonic turbine
NGV passage is commonly classiﬁed as proﬁle loss (Sp), sec-
ondary loss (Ssec) and trailing edge loss (STE).
9 In this study,
the simulated outlet region is relatively long compared with
that in a stage environment. In the outlet region, the secondary
ﬂow, trailing edge blade boundary layer and wake continue to
mix with main ﬂow, which resulting large amount of losses
generated from endwall friction after the trailing edge. The loss
evaluation is made at the nominal mixing out plane, shown in
Fig. 10, where the trailing edge blade boundary layer, the wake
and secondary ﬂow are mixed out with the main ﬂow. To sim-
plify and make the loss break down clear, it is assumed that the
secondary ﬂows are mainly due to endwall boundary layers
and that the NGV airfoils boundary layer does not make a sig-
niﬁcant contribution to the secondary ﬂows. Based on the
assumption, the breakdown of the loss terms are deﬁned as
follows:
Sp proﬁle loss generated from the blade surface friction,
from leading edge to trailing edge.
Ssec1 secondary loss, due to secondary ﬂow in passage from
leading edge to trailing edge.
S4 downstream loss due to downstream endwall friction
and mixing of wakes, blade trailing edge boundary layers
and secondary loss terms.
S5 trailing edge loss generated from blade boundary layer at
trailing edge and wake mixing from the trailing edge to the
mixing out plane.
Fig. 10 Axial distributions of mass-ﬂow-averaged entropy and
entropy generation rate for datum NGV design (INI NGV).
Table 5 Summary of percentage of different entropy sources
for the datum NGV design (INI NGV).
Entropy at outlet Sp Ssec1 S5 S6
Value 39% 8% 15% 38%
Parametric study of turbine NGV blade lean and vortex design 111S6 downstream endwall region loss due to endwall friction
and secondary ﬂow mixing, from trailing edge to mixing
out plane.
Hence the entropy (Entropy1) at the outlet is expressed as
Entropy1 ¼ Sp þ Ssec1 þ S5 þ S6 ð5Þ
Fig. 10 shows the axial distributions of mass ﬂow averaged
entropy and entropy generation rate (ds/dx) for the initial
NGV design. The entropy is non-dimensionalized by the outlet
entropy at the exit of the calculation domain (Fig. 1), denoted
as Entropy1, and labeled on the left hand vertical axis. The
abscissa axis covers the calculation region from 2 axial chords
before the leading edge to around 3.6 axial chords after the
trailing edge. The leading edge is located at x/c= 0, while
the trailing edge is located at x/c= 1.
Since secondary loss is caused by the inlet boundary layer
and the passage endwall friction, to separate the secondary loss
and proﬁle loss, two kinds of simulation were conducted as
shown in Fig. 10. The only difference between the two simula-
tions lies in that the endwalls of one calculation are free-slip
walls while the other calculation is performed using common
no-slip wall boundary condition as described in Section 2.
By setting the endwalls to a slip condition, the NGV endwall
boundary layers are eliminated, the secondary endwall ﬂow
are eliminated and the entropy generated in the NGV passage
is only the blade proﬁle entropy, which is shown as ‘‘Entropy
slip endwalls” in Fig. 10. Although this approach neglects
interactions between the loss sources, it is a useful approach
in identifying the ﬁrst-order magnitude of the different loss
sources. By subtracting the blade proﬁle entropy from the pas-
sage overall entropy, the secondary entropy, including passage
endwall entropy and secondary ﬂow entropy can be
determined.
From the distributions of entropy between the slip-endwall
calculation and no-slip endwall calculation, it is estimated that
full mixing arises at around x/c= 2.5 i.e. 1.5 chords down-
stream of the trailing edge. The proﬁle entropy of the initial
NGV is shown as ‘Sp’ in Fig. 10 which takes up around
39% of the total entropy generation. In comparison, the sec-
ondary entropy, denoted as ‘Ssec1’, takes approximately 8%
of the total entropy. Downstream of blade trailing edge, the
loss due to blade trailing edge boundary layer and wakesmixing, S5, is around 15% of the total loss. The last term of
loss, S6, generated from downstream endwall friction and sec-
ondary ﬂow mixing takes the rest part of the over loss, which is
approximately 38%.
The summary of these losses are listed in Table 5. From this
breakdown of the elements of the loss mechanisms for the
datum NGV design the proﬁle loss and downstream mixing
loss ðS5 þ S6Þ are the main parts. Overall, the deﬁned sec-
ondary loss for this datum conﬁguration is 8%.
4.3. Effects of blade lean and vortex design on vane losses
NGV blade lean and vortex and their combinations inﬂuence
the losses generation in NGV row through changing the load-
ing distributions and secondary ﬂows. Figs. 11 and 12 illustrate
the redistribution effects of different conﬁgurations, including
CPL, VrC and CPL_VrC. Compared with the datum design,
the blade surface isentropic Mach number of CPL at the hub
and tip is lower, on both the pressure side and the suction side,
while it is higher at mid-span. The exit ﬂow angle at mid-span
is slightly increased while it is slightly decreased at the hub and
tip regions. These changes in blade loadings of each section
will hence change the blade surface friction and thus the losses.
VrC plays a similar role as CPL whereby it reduces the suction
side Mach number at the hub and tip and increases it at mid-
span. The main differences are the changes in pressure side
Mach number which are relatively small, and the exit angle
variation is comparatively large, which mean the loading
change caused by VrC is much more signiﬁcant than that in
CPL. CPL_VrC combined the effects of CPL and VrC, which
enhances the Mach number changes and keeps the exit angle
close to that of VrC, since CPL has a relatively small inﬂuence
on exit ﬂow angle.
Comparisons of axial entropy of the four different NGVs,
including INI, CPL, VrC and CPL_VrC, are shown in
Figs. 13–15. Fig. 13 shows the whole range of entropy distribu-
tion, which gives an overall view, but due to the large range
presented, it is difﬁcult to distinguish the difference between
them. To solve this problem, two ﬁgures are given which adjust
the axial and vertical range appropriately. Fig. 14 mainly illus-
trates the entropy and entropy generation rate in the NGV
passage, while Fig. 15 focuses on the entropy increase down-
stream of the trailing edge.
Three axial positions are of particular interest, the NGV
trailing edge (x/c= 1), exit plane for efﬁciency calculation
(x/c= 1.285) as deﬁne in Section 2, and the outlet of the com-
putational domain (x/c= 3.6). The entropy values relative to
the INI NGV at these positions of different conﬁgurations
are listed in Table 6.
In the four NGV conﬁgurations, VrC generates the lowest
entropy. In the NGV passage region, 1.8% lower entropy is
generated in comparison with the datum INI NGV, while at
the outlet boundary a total of 3.3% lower entropy is generated.
Fig. 11 Comparison of blade surface isentropic Mach number
distributions.
Fig. 12 Comparison of NGV exit ﬂow angle radial distributions
at exit plane.
Fig. 13 Comparison of axial distributions of entropy for
different NGV conﬁgurations.
Fig. 14 Comparison of axial distributions of entropy in NGV
passages.
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ﬂow where for the VrC conﬁguration, more ﬂuid passes ﬂow
though the mid-span region.
The CPL generates 1.0% less entropy within the NGV pas-
sage relative to the INI NGV, but between the trailing edge
and the mixing out region, the entropy generation rate is
higher, which results in just a 0.3% reduction in entropy gen-
erated compared with the INI NGV. These aspects indicate
that although CPL may reduce the NGV passage losses, the
mixing process generates more losses which offset the beneﬁts.
However, in most turbine stages, the NGV outlet ﬂow will not
fully mixed before ﬂowing into the rotor passage.
The conﬁguration CPL_VrC is an NGV which has com-
pound positive lean and a modiﬁed exit vortex distribution
Fig. 15 Comparison of axial distributions of entropy down-
stream of NGVs trailing edge.
Table 6 Summary of percentage of entropy at TE, exit plane
and outlet.
x/c Deﬁnition INI
(%)
CPL
(%)
VrC
(%)
CPL_VrC
(%)
1 TE 38.7 37.7 36.9 37.9
1.285 Exit plane 55.7 54.9 53.9 55.0
3.6 Outlet 100.0 99.7 96.7 98.3
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that within the NGV passage it broadly generates the same
amount of entropy as the comparable CPL NGV conﬁgura-
tion. However at the outlet of the domain 1.7% less entropy
is generated. These differences in entropy distributions are
quite complex but indicate that the passage loss is relatively
insensitive to the vortex distribution which has more inﬂuence
on the downstream mixing loss. This is perhaps not surprising
given the relatively benign passage secondary ﬂows.
4.4. Relationship between secondary kinetic energy and row
efficiency
Blade lean and vortex design not only inﬂuence the NGV efﬁ-
ciency as the secondary ﬂows and non-uniformity of the exit
ﬂow ﬁeld will be modiﬁed and can affect the downstream rotor
blade row. To take some of these aspects into account, the
NGV row efﬁciency and the secondary kinetic energy (SKE)
are analyzed together. Secondary kinetic energy is the differ-
ence of ﬂuid kinetic energy at a particular location compared
with that in ideal ﬂow without secondary ﬂow. According to
Benner et al.,19 secondary kinetic energy can be deﬁned as that
in (Eq. (6)).
SKE ¼ 1
2
qðv2sec þ w2secÞ ð6Þ
where
vsec ¼ u sin a002 þ v cos a002wsec ¼ w
where q is ﬂuid density, vsec is the pitchwise secondary kinetic
velocity, wsec the radial secondary kinetic velocity, which is
equal to the redial ﬂow velocity, w. u and v is axial and circum-
ferential velocity components, respectively. a002 is the exit cir-
cumferential ﬂow angle at the position where secondary
velocity is calculated. To get the pitchwise secondary velocity
(vsec), a reference exit ﬂow angle, a002 is required. In the deﬁni-
tion of Benner et al.,19 mass ﬂow averaged exit ﬂow angle on
the outlet plane is used. The advantage of this deﬁnition is that
it is relatively easy to apply. However, the main shortcoming is
that, when the vane or blade becomes twisted, the radial distri-
bution of exit angle varies with vortex design which is then not
a sole function of the secondary ﬂows. This additional exit
angle distribution change will result in uncertainties in the sec-
ondary kinetic energy calculation. Germain et al.,20 discussed
three alternative secondary kinetic energy deﬁnitions, includ-
ing reference to radial, pitchwise and axial averaged exit ﬂow
angle. The difference in the result is also considered here and
each averaging method shows some degree of difference com-
pared with others.
One way to calculate the secondary kinetic energy is using
the exit ﬂow angle of an inviscid ﬂow at the same boundary
condition. In this work, the inviscid ﬂow result is employed
as the reference value for the secondary kinetic energy evalua-
tion, because blade lean and different vane vortex design need
to be studied, both of which will cause a change in the radial
distribution of ﬂow angle. Considering the characteristics of
the solver, the inviscid simulation result is obtained by setting
all the solid boundaries as free slip walls with the same ideal
gas and other boundary conditions. This means that the
boundary layer development on the solid walls is eliminated,
and hence, the secondary ﬂow which caused pitchwise and
radial movement of the ﬂuid in the boundary layer is
eliminated.
The efﬁciency and SKE of all the NGV conﬁgurations are
listed in Figs. 16, 17 and Table 7. From these results, three con-
ﬁgurations are of most interest: CPL, VrC and the CPL_VrC.
Conﬁguration CPL provides minimum SKE in all the conﬁgu-
rations and a moderate row efﬁciency increase. In comparison,
the conﬁguration with just a change in vortex distribution
(VrC) is the one with the highest efﬁciency but has the penalty
of a higher SKE compared with the initial design. The mixed
conﬁguration with positive compound lean and the modiﬁed
exit vortex (CPL_VrC) has medium efﬁciency and SKE among
them.
Figs. 16 and 17, clearly illustrate that there is not a simple
relationship between the vane efﬁciency and the secondary
kinetic energy, which means that the strength of the endwall
secondary ﬂow may not be a dominant factor in determining
the vane efﬁciency. This of course needs to be considered with
the speciﬁcs of this conﬁguration of a typical HP NGV, where
the secondary ﬂows are a modest contributor to overall row
efﬁciency.
It can also indicate that the conventional two explanations
on blade lean effects on row losses may need to be
re-examined. The way of using changes to the NGV loading
distributions to explain blade lean effects should be
emphasized.
Fig. 16 Vane efﬁciency and SKE of all NGV conﬁgurations
studied.
Fig. 17 Relation between vane efﬁciency and SKE.
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NGV lean and vortex choice can signiﬁcantly inﬂuence the
radial distribution of blade loading and mass ﬂow. Speciﬁc
attention has been paid to the redistribution effects of mass
ﬂow ratio in this work. Looking into the whole research matrix
of conﬁgurations, the arrangement CPL_VrC and CNL_VrD
provide a useful comparison. These conﬁgurations provide
two results with similar distributions of efﬁciency radial
(around 1% difference at mid-span), but the radial mass ﬂow
changes are quite signiﬁcant and with opposite characteristics
(Fig. 20).
The effects of CPL_VrC on blade loading have been dis-
cussed in Section 4.3. CNL_VrD studied in this sections is
the opposite conﬁguration with CPL_VrC. Fig. 18 shows thatTable 7 Summary of row efﬁciency and SKE of NGVs.
Conﬁguration Eﬃciency (%) SKE (Pa)
INI 95.69 42.58
SNL 95.65 59.75
SPL 95.71 84.12
CNL 95.66 52.83
CPL 95.74 38.63
VrA 95.68 86.67
VrB 95.62 47.40
VrC 95.82 70.86
VrD 95.66 45.58the loading is increased in CNL_VrD at the hub and tip com-
pared with the datum design, while it decreases at mid-span.
The blade exit angle shown in Fig. 19 illustrates that with
the CNL_VrD, the mid-span exit ﬂow angle is increased and
the exit angle at the endwalls is decreased. Both loading
and exit ﬂow angle are changed oppositely by CPL_VrC and
CNL-VrD, as expected.
The effects of blade loading redistribution lead to changes
in radial distributions of mass-ﬂow averaged row efﬁciency
(Fig. 20). However, the overall amount of loss generated in
NGV row is also affected by the mass-ﬂow distributions. For
convenience the region from 20% span to 80% span is consid-
ered as the bulk ﬂow area and the ﬂow outside this region
is considered as the endwall ﬂow. From Figs. 20 and 21, it is
shown that for the CPL_VrC conﬁguration, the mass ﬂow is
pushed towards the central bulk ﬂow region by 2.59% and
the local efﬁciency increases by 0.1%. Conversely, by applying
CNL_VrD, the mass ﬂow is pushed towards the endwall
regions by 2.58%, and the local row efﬁciency reduces by
0.21%.
Summarizing the above simulation on CPL, VrC and
CPL_VrC, a comprehensive understanding on these conﬁgura-
tions can be considered as follows. Vortex conﬁguration, VrC,
shows favorite characteristics, which reduces the mid-span
loading, and increases the mass-ﬂow rate at the high-
efﬁciency mid-span region. This combination leads to the high-
est row efﬁciency of all the conﬁgurations analyzed. However,
VrC generates around 66.4% higher secondary kinetic energy
than the initial design, which means more un-uniform condi-
tion for the downstream rotor row. CPL reduces the blade
loading at the endwalls and thus reduces the endwall region
losses. However, the mass-ﬂow is also pushed to this
low-efﬁciency region. A favorable change from CPL is the
reduction in secondary kinetic energy by approximately
9.3% compared with the datum conﬁguration. The combina-
tion of the above two conﬁgurations, CPL_VrC, also combines
the effects on loading and mass-ﬂow rate. In this conﬁgura-
tion, the loading changes, and thus losses, are relatively small.
The dominant factor is the moving of mass-ﬂow to the high
efﬁciency mid-span region. It is recommended that these con-
ﬁgurations need to be studied in stage environments, where
the uniformity of NGV exit ﬂow ﬁeld will be evaluated by
studying rotor aerodynamics and stage efﬁciencies.
These effects may help to further explain why the effects of
blade lean is not that obvious. Usually, the central bulk ﬂow
region generates less loss within the passage and the endwall
regions are relatively important regions of loss generation.
Positive lean can reduce the mass ﬂow-averaged loss near theConﬁguration Eﬃciency (%) SKE (Pa)
SNL_VrA 95.65 50.16
SPL_VrA 95.69 86.41
SNL_VrB 95.58 108.32
SPL_VrB 95.64 39.61
CNL_VrC 95.75 86.97
CNL_VrD 95.48 44.56
CPL_VrC 95.78 52.83
CPL_VrD 95.65 54.63
Fig. 18 NGV surface isentropic Mach number distribution.
Fig. 19 Radial distributions of exit ﬂow angle at exit plane.
Fig. 20 Radial distribution of vane efﬁciency and non-dimen-
sional mass ﬂow.
Fig. 21 Efﬁciency change in different conﬁgurations.
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the mass ﬂow is also increased at the endwall regions, which
will offset some of the beneﬁts. The overall effects depend on
the relative changes between the radial distribution of massﬂow ratio and mass ﬂow-averaged radial distribution of row
efﬁciency. Of course this local sectional row efﬁciency is
strongly affected by the initial design as considerations such
as the NGV aspect ratio, loading, loading distribution, Rey-
nolds number, and initial vortex design.
5. Conclusions
This work presents additional explanations to the effects of
blade lean on turbine annular cascade losses. Blade lean and
vortex design are employed as two measures to control the
radial distribution of row efﬁciency and mass ﬂow rate. The
initial datum NGV and 16 NGV conﬁgurations constructed
by applying different lean and vortex design are analyzed.
The key results are summarized as follows:
(1) Two passage vortex cores were found in the NGV end-
wall region, which is different from the classical sec-
ondary ﬂow structure. The reason is that, the NGV
studied in the article is for a HP NGV, with low deﬂec-
tion and low pitchwise pressure gradient, especially at
the front sections of the NGV. Under a relatively low
pressure gradient, the low momentum ﬂuid in the end-
wall boundary layer after the separation line does not
migrate sufﬁciently in the pitchwise direction and form
the second passage vortex.
(2) Losses directly generated from secondary ﬂow take a
small fraction for this style of NGV. Secondary entropy
generation in passage accounts for 8% of the total
entropy, which indicates that secondary ﬂow control
method may not get signiﬁcant loss reduction in this
kind of turbine cascade.
(3) NGV row efﬁciency and secondary kinetic energy do not
have a simple relationship, which means the secondary
ﬂow strength is not a dominate factor that determines
the losses for this class of NGV. Hence, the loading dis-
tribution change when blade lean is applied should be
regarded as the main factor inﬂuencing the NGV losses.
(4) Radial distribution of mass ﬂow ratio is an additional
element that inﬂuences row efﬁciency when blade lean
is applied. Mass-ﬂow averaged row efﬁciency was used
as a main method to show blade lean effects on loss dis-
tributions in most previous studies which eliminate the
mass ﬂow redistribution effect. The overall effects
depend on the relative changes between the radial distri-
bution of mass ﬂow ratio and mass ﬂow-averaged efﬁ-
ciency, which can be determined by the initial design
features.
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